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Minirator MR-PRO

Exel Line for analog audio:
Minirator MR-PRO with
XL2 Audio Analyzer

Applications
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e Development of audio or acoustic devices

WK B ® Troubleshooting, service and repair

3.5 bppr lﬁ B RCL_ST.C;
mFROFESSNAL mNo EHFHAS.

TLINERR PN ma-cHANNEL e \erifying equipment specifications
mF5=YyikHz wALE BHEIT
mF5 x 1.000 =HLEN 24HEIT

Advantages

e Handheld and compact design for desktop measurements

e Superior specifications with signal input from -112 dBu (2pV) up
to 30 dBu (25 V)

e Residual distortions of XL2 typically < -100 dB (0.001 %)
e High-resolution FFT for narrowband analysis, 5 Hz to 20 kHz

e Calibrated measurement system for analog audio, digital audio
and acoustics

Exel Line for digital audio:
Digirator DR2 with Digilyzer DL1
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XL2 Screenshot Audio Analyzer

Exel Audio Set
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XL2 Analyzer Functions

e Line level RMS and THD
Measures level, distortion (THD+N) and frequency simultane-
ously for compliance verification to specifications.

¢ Residual noise listening
The internal XL2 speaker offers audible monitoring of the test
signal or the residual distortion.

e 1/12 octave analysis
Measures input spectrum in selectable 1/1, 1/3, 1/6 or 1/12 oc-
tave band resolution with logarithmic X-scaling for performance
testing with e.g. pink noise.

e FFT analysis
High-resolution Zoom-FFT up to 0.4 Hz steps in the frequency
range 5 Hz - 20 kHz.

¢ Passed/failed measurements
The XL2 Analyzer captures the frequency spectrum of refer
ence devices and generates tolerance bands based on the cap-
tured reference data. Measurements can either be displayed as
absolute traces or shown relative to previously stored traces.
Frequencies with failed results are individually visualized in
every frequency band.

e Polarity
Checks polarity of balanced audio lines.

Minirator MR-PRO Functions

e Provides signal generator and impedance tester

Digital Audio Functions

e Digital Audio Analyzer: Digilyzer DL1
Testing, monitoring and troubleshooting of digital audio inter-
faces is fast and straight forward using the compact DL1.

e Digital Signal Generator: Digirator DR2
Provides high quality digital test signals and Dolby/DTS sur
round sound signals.

Order Information NTi Audio #

Exel Analog Audio Set 600 000 400
contains XL2 Analyzer, Minirator MR-PRO, essential accessories packed in the protective
Exel system case

Digital Audio Set includes Digilyzer DL1, Digirator DR2 and accessories 600 000 272

For more information please visit www.nti-audio.com/exel.
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